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Our revolutionary Super Hybrid Sensor (SHS) technology improves response speed,
accuracy and minimizes maintenance costs. SHS combines the best of magnetic force
restoration and single point paraltlelogram load sensing technologies. Its unique design
provides the fastest response speed in its class-just 1 second! And if the time ever
comes when the SHS needs repair, you just replace one of three parts-there is no need
to replace the whole sensor! This translates to Minimum Maintenance Costs.

(An additional benefit of our new SHS is that the GX automatically performs self calibration using the
internal mass when the balance detects ambient temperature changes.)
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Super Hybrid Motor-driven
Sensor Internal Calibration
Internal Calibration FOCW

The GX internal calibration with an internal mass saves time and money. External calibration requires z
great deal of skill, time and an expensive external mass. With our internal calibration with internal mass, =
there is no downtime while the technician calibrates the balance.

B Automatic Self Calibration — Self-calibrates automatically when the balance detects ambient temperature changes.

B One Touch Automatic Calibration — Lets you calibrate the balance on demand with just the push of one button.

B Calibration is essential for accuracy in weighing. For example, in high resolution balances, changes in sensitivity drift
can be caused by changes in the ambient temperature. Take the GX 600 for example, the weight might change by
=0.010g with a change of 10°C. (Sample’s weight: 500g)

B The GX’s internal calibration mass is adjusted to an “OIML F1 class level.” by the standard balance calibrated with an
“OIML E2 class level mass”. (The GX's internal calibration mass is not “the standard mass for legal metrology™ nor
“OIML's level of calibration mass.” Instead it is the mass for adjustment.)

Just 1 Second — Ultra Fast Response Speed

1 Ultra Fast Response Speed-Just 1 Second.” Ideal for installation on filling machines. + on “FasT setting
I Ultra High Performance with minimum maintenance costs.

Standard RS-232C i

Incorporates bi-directional communication with a PC, printer or other peripheral device.

Standard Windows Communication Tools

Software WinCT “WinCT
A free copy of WinCT-A&D's powerful and flexible data collection software tool for virtually instant connection to a PC
and a network of other devices. -
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